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DESCRIPTIONS PARAMETER
Terminal 8mm pin, silver plated surface

Cable diameter range 25mm² 35mm² and 50mm²

Insertion Life -

Plugging force ≥ 2300N

MECHANICAL PROERTIES

DESCRIPTIONS PARAMETER
Rated voltage 800 VDC

Rated current 125A/200A

Insulation resistance ≥ 500MΩ

Insulation withstand voltage 2500V AC

ELECRICAL CHARACTERISTICS

DESCRIPTIONS PARAMETER
Working temperature -40°C + 125°C

Protection Level IP67

Anti-shock Grade IP2XB

Corrosion resistance 48H salt spray test

ENVIRONMENTAL CHARACTERISTICS

DESCRIPTIONS PARAMETER
Straight 180 degrees, curved 90 degrees. Flame retardant rating UL94 V-0

Application of Cable Diamerters of 25mm² 35mm² and 50mm²

Touch-proof IP2XB

Waterproof Seal IP67

CHARACTERISTICS AND ADVANTAGES



CONTACT US
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Product Disclaimer Notice

EG Electronics makes no warranty, representation, or guarantee regarding the information contained or the suitability of its products, product
information and services for any particular purpose. EG Electronics assumes no liability whatsoever arising out of the application or use of a

product untested in the Buyers application. The products sold hereunder and any other products sold by EG Electronics have been subject to
limited testing and products considered for mission-critical equipment or applications need further tests unless otherwise advised of their

suitability. Any performance specifications are believed to be reliable but not verified, and the Buyer must conduct and complete all
performance and testing of the products, alone and together with, or installed in, any end-products. Buyer shall not rely on any data and

performance specifications or parameters provided by EG Electronics. It is the Buyer’s responsibility to determine the suitability of any products
independently and to test and verify the same. The information provided by EG Electronics hereunder offered “as is, where is” and with all

faults, and the entire risk associated with such information is entirely with the Buyer. EG Electronics does not grant, explicitly or implicitly, to
any party any patent rights, licenses, or any other IP rights, whether concerning such information itself or anything described by such

information. Information provided in this document is proprietary to EG Electronics. EG Electronics reserves the right to make any changes to
information or documentation at any time without notice.
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